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FINE	ART	BARYTE	GLOSS	PAPER	310GSM	
	
	
	

	

Product	Description	 FUJIFILM’s	Fine	Art	Baryte	Paper	has	the	look	and	feel	of	a	true	Baryte	photo	
paper.	Its	excellent	colour	rendition,	maximum	optical	densities	up	to	≥	2.4	in	
combination	with	hair	sharp	details	makes	it	especially	suited	for	portrait,	
fashion	and	advertising	photography.	It’s	acid	free	base	offers	an	excellent	
archivability		

Surface	 Single	side	coated	with	matt	ink	receptive	coating	

Weight	 305	gsm	

Caliper	 312	micron	

Opacity	 98	%	

Gloss	(60°)	 15	

Tint	(Lab)	 97,1	/	-0,1/	1,1	

Printer	Compatibility	 Compatible	with	most	Photo-capable	printers	like	Epson,	Canon,	HP	etc.		

Ink	Compatibility	 Aqueous	pigment	or	dye*	

Handling	
Recommendations	

Use	gloves	when	handling	media.	Before	finishing,	allow	approximately		
24	hours	to	dry	

Storage	&	Use	
Recommendations	

Product	should	be	stored	under	cool,	dry	conditions	in	its	original	packaging	
Temperature:	 10-30°C			
Relative	Humidity:	 35-65%			

Formats	 SIZE	 CORE	 LENGTH	 CAT	NR.	

610	mm	(24”)	 3”	 15	m	 1000361	
		

	 *	The	use	of	aqueous	dye	ink	will	dramatically	reduce	image	longevity.	To	determine	longevity,	testing	in	actual	
display	conditions	is	required.	


