
 

SATIN CANVAS 350GSM 
 
 
 
 
 
 
 

Product Descript ion FUJFILM’s Satin Canvas is a poly-cotton satin finish canvas coated for inkjet - 
a very popular new finish. 

Surface Single side coated with matt ink receptive coating 

Weight 350 gsm 

Caliper 475 micron 

Opacity 93% 

Gloss (60°) 7% 

Tint (Lab) 93.4, 0.2, 2.4 

Printer Compatibi l i ty Compatible with most Photo-capable desktop printers 

Ink Compatibi l i ty Aqueous pigment or dye* 

Handlin
g 

Recommendation
s 

Storage & 
Use 

Recommendation
s 

 

Formats 

Use gloves when handling media. Before finishing, allow approximately 
24 hours for drying. 

Product should be stored under cool, dry conditions in its original packaging. 
Temperature: 10-30°C 
Relative Humidity: 35-65% 

 

SIZE CORE PAPER 
LENGTH 

CAT NR. 

610 mm (24”) 2” 12m 998930 
 

* Use of aqueous dye ink will dramatically reduce image longevity. To determine longevity, testing 
in actual display conditions is required. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

NOTE: Information provided for guidance only and can change without notice. 
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